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SPECIAL FEATURES  
 
• Mini keyboard in flat construction and small dimensions – only 291 x 29 x 154 mm 

• Modern design in noble, matt black SoftSkin coating 

• Full functionality of a full-size layout keyboard 

• Extremely silent stroke and tactile feedback due to  

high-quality SoftTouch membrane technology  

• Appealing blue status LEDs for Caps, Num  

and Scroll Lock with new Light-Stripe Design 

• Plug & Play installation without any special driver 

• Available in various country layouts 

• Appealing retail packaging 

• Ideal for 19“-IPC, POS,  

reception-counters,  

service application etc. 

 

 

 TECHNICAL DATA  I 
 

Key count:  88 / 89 (depending on country) 
Construction:  Soft-Touch membrane technology 

Life expectancy:  approx. 5 million strokes per key 
Switch travel:  3.0 ±0.5 mm total run 

Pressure point:  55 ±15 g 
Power supply:  +5 VDC ±5 % 

Power consumption:  300 mA max. 
Temperature:  0 °C up to +50 °C (operating) / –20 °C up to +65 °C  (storage) 

Humidity:  10 % up to 85 % RH (operating and storage) 
Cable length:  1.5 m 

Interface:  PS/2-USB-Combo 
Compatibility:  Win 98SE / ME / 2000 / XP / Vista 

 
 

 LOGISTIC DATA  I 
 

Material short text:  KeySonic ACK-595 C+ 
Mark:  EAR888-62976468 

Item#:  12509 (US)  12508 (UK) 
EAN-Code:  4250078142096 (US) 4250078142089 (UK) 

Packing unit:  20 pcs / carton 
Dimensions approx. (W×H×D):  Keyboard: 291 x 29 x 154 mm 

  incl. packaging: 312 × 31 × 205 mm 
  Carton: 440 × 325 × 335 mm 

Weight approx.:  Keyboard: 600 g 
  incl. packaging: 745 g 
  Carton: 16 kg 

 

 

 


