
VALUE Portable Digital Flexible Inspection Camera 
with LCD Monitor

Product No. 13.99.3008
Manufacturer VALUE
Manufacturer No. 13.99.3008
EAN (single piece) 7630049611948

Ideal for detailed visual inspection in tight places, in automotive maintenance, 
electrical repair, plumbing applications, and the visual inspection of otherwise 
inaccessible or hard-to-reach areas.

• Easy to use, lightweight, handheld design
• A unique way of winding facilitates users operation
• Flexible cable can be bent into many shapes to fit into unreachable areas
• Waterproof camera head and cable withstand wet environments
• Approx. 11cm (4.3") LCD screen makes the visual inspection clearer and easier
• High-quality CMOS sensor resolution is 640x480 pixels
• Optical lens view angle is 45±5°
• Probe diameter is 8mm
• Waterproof IP67 (camera head + tube)
• Camera head can be equiped with three accessories including magnetic tip, mirror tip and 
hook
• Powered by 4x AA batteries (not included in the package)
• Max. 77cm wire length

- Diameter Of Camera Head: Ø8mm
- Image Sensor: 1/9",CMOS
- Effective Pixel: 640 x 480pixels
- Horizontal Viewing Angle: 50±5°
- Waterproof Level: IP67
- Display Size: 4.3" TFT LCD monitor
- Image Zoom: 2x variable digital zoom



- Interface: TV out
- Power Supply: 4AA Batteries (not included)
- Power consumption: 1.5W(max.)

Technical specifications

Manufacturer VALUE

Product group Tester

Product type Allround camera

Colour black

Weight 308.1 g

Height of packaging 
(single piece)

60 mm

Width of packaging 
(single piece)

150 mm

Depth of packaging 
(single piece)

230 mm

Package weight (single 
piece)

0.4 kg


